
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

SITE CLEANUP ORDER NUMBER 91-018

AMENDMENT OF SITE CLEANUP REQUIREMENTS, NO. 89-115, FOR:

LYNCH CIRCUITS, INC.
and
SILICONIX, INC.
1140 WEST EVELYN AVENUE
SUNNYVALE
SANTA CLARA COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region
(hereinafter called the Board) finds that:

1. The Board adopted Site Cleanup Order 89-115 in june, 1989, for the site located
at 1140 West Evelyn Avenue in Sunnyvale. Property access problems had
previously resulted in delays of offsite pollutant characterization work and SCO
Amendment 90-090 was adopted in June, 1990. SCO 90-090 modified the SCO 89­
115 task schedule of Provision C.3.e. and extended the dischargers time schedule
for offsite pollutant characterization work.

2. Remedial investigation work performed both on- and offsite since July, 1989, has
revealed the presence of chlorinated VOCs in the soil and groundwater. Recent
work has focussed on characterizing the offslre component of the pollutant plume.
Offslte characterization work includes the installation of five additional monitoring
wells. Two pairs of shallow and deep wells and one shallow well were installed
in June and July, 1990, downgradient on Santa Clara County property. The wells
are located downgradient from the northerly site property boundary along West
Evelyn Boulevard.

3. Eight onsite and five offsite monitoring wells screen the shallow water-bearing
zone between 50 and 65 feet deep and the deeper water-bearing zone between 88
and 103 feet below the surface. The A-zone 55 feet below the surface is a 20 foot
thick zone of poor- to well-graded sand and gravel overlain by silt and clay
interbedded with silty and poorly-graded fine sands and clayey gravel.

The B-zone is separated from the A-zone by greenish-gray silty clays and clay to
depths between 80 and 88 feet below the surface. A coarse sand and gravel unit,
the B-zone, is encountered between 99 and 105 feet below the surface.
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